
5400 Series
Vinyl Sliding Door



Structural Testing Sliding Glass Door (SGD)
AAMA/NWWDA 101/I.S.2-97

2 panel doors are Dade County Impact Rated to DP positive 75,
DP negative 70 with prescribed glazing.

3 and 4 panel doors are Dade County Impact Rated to DP posi-
tive 65, DP negative 70 with prescribed glazing.

NFRC Simulations
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S I Z E S P E R F O R M A N C E  D A T A

High-Strength To Meet Critical
Specifications
This high-strength vinyl door
has been designed to meet criti-
cal specifications for use in large
sizes and where high structural
ratings are a necessity.

Thoroughly Tested
Thoroughly tested to AAMA
standards,the 5400 Series door
has achieved a HC50 rating for 8
foot heights and a C35 rating
for 10 foot heights in two panel
configurations.

Reinforced for Strength
The 5400 Series door vinyl extru-
sions feature aluminum (standard)
or steel reinforcing.  This heavy-
duty construction assures the
stiffness and stability needed in
high load applications.

Door Configurations
The 5400 Series door is available
in 2, 3, and 4 panel configurations
up to 10 feet high and 20 feet
wide.

Customized, Elegant Hardware
Custom, oversize handle (zinc
with powdercoat), and heavy-
duty, corrosion resistant lock
(keyed from outside) is standard
with the 5400 Series door.

Ease of Use
A stainless steel track and full
stainless wheel and carriage
construction insures long-term
ease of use.

Durable Vinyl
The 5400 Series door is manufac-
tured with long-lasting Mikron
vinyl extrusions that will stand up
to any climate conditions and will
never pit, warp, rot, corrode, peel
or crack.
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• Available in white or beige frame colors.

• Standard 1” overall insulated glass.

• All standard 2-panel widths and all heights are undersized 1/2 
from nominal to allow for installation tolerance.

• 3 and 4 panel door kits are fabricated to use glass sizes from
2 panel calculations unless otherwise specified at time of order.
Framing will need to adjust from nominal width in these 3 and 4
panel sizes to correctly install.

• Custom size available upon request.

• The 5400 Series door may be glazed monolithic or insulated.
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